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NEW POWER Ul EXISTING 25 KVA TRANSFORMER 1. SERVICE DISCONNECT SWITCH CAT #H224NRB
DISTRIBUTION RACK oY 2.4 KV - 120V/240V 2. MANUAL TRANSFER SWITCH CAT *DTU323NRB
—\ ___( 3. EG DISCONNECT SWITCH CAT *H223NRB
= 4. EG RECEPTACLE - COORDINATE WITH SSC TO
ORDER RECEPTACLE TO MEET EXISTING PORTABLE EG.
X 5. SPD (SURGE PROTECTION DEVICE) - CAT #120-2S-M1-3-06-A-H, FOR SERVICE ENTRANCE.
6. POWER DISTRIBUTION BLOCK - NSIINDUSTRIES, LLC
OR EQUAL 600 VAC OR EQUAL TO MEET THIS APPLICATION.
MY WARALA LA VA RN 7. PAPI DISCONNECT SWITCH CAT *H222NRB
N 2% RSE 8. GS DISCONNECT SWITCH CAT *H223NRB
NEW 200AMP SERVICE DISCONNECT SWITCH 9. PROVIDE DOUBLE LUG TO CONNECT SPD TO A
FUSE=100A (FRN-R-100) DISCONNECT SWITCH OR AT POWER DISTRIBUTION BLOCK.
, (CAT #224 NRB OR EQUAL) 10. ALL ELECTRICAL WORKS SHALL BE IN COMPLIANCE WITH CURRENT
4-*2 AWG o NEC AND FAA-STD-19e.
11. ALL GROUNDING AND BONDING WORKS SHALL BE IN COMPLIANCE WITH
RAYVOSS #2 THWN GROUNDING JUMPER FAA-STD-19e, 1217e, AND 1391.
(120-5S - M1-3-06-A) 12. A CONTRACTOR SHALL COORDINATE WITH LOCAL SSC TO VERIFY THE LOCATION
\ #2 THWN IN 1" PVC OF THE 2.4KV UNDERGROUND LINE PRIOR TO TRENCHING/DIGGING NEW DUCT.
13. LABELING CIRCUITS AND COLOR CODE PER FAA-STD-1217f.
[NK CADWELD TO GROUND ROD AT EES 14. ALL WIRING (POWER) SHALL BE THWN/THWN-2 PER FAA-STD-1217f.
SPD v 4 / 15. PROVIDE NAME PLATE FOR ALL ELECTRICAL BOXES INCLUDING, BUT NOT
DOUBLE — LIMITED TO, PANELBOARD, DISCONNECT SWITCH, SPD,
LUg = ESS J-BOX AS NOTED IN SECTION 4.16.1 (FAA-STD-1217f).
: 16. SPD CAN BE INSTALLED IN-LINE CONNECTION PER VENDOR RECOMMENDATIONS.
NEW 3-%1 AWG THWN + NEW 100A EG DISC SWITCH 17. PROVIDE 35' CABLE AND EG PLUG CAT *HBL4200PS2WR 3P4W 200AMP
NEW 5o AWG THWN (CAT *H223NRB) TO MATCH THE EG RECPTACLE CAT *HBL4200RS2WR.
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